
Anhydro SFD47 Spin Flash Dryer Small-Scale Plant is designed for continuous drying of viscous pastes, slurries and filter 
cakes and it is an economical drying process compared to spray drying. It is suitable for scientific test work, industrial R&D 
as well as small-scale production.

The design of the SFD47 Spin Flash Dryer is based on a unique drying concept developed and patented by SPX FLOW and 
it is delivered as a complete standardized unit.

Equipment Supply for a Basic Plant

•	 Feed vat with agitator

•	 Feed screw

•	� Air intake filter, electrical heater for main air and 
hot air duct

•	� Drying chamber with classifier

•	 Cyclone with powder container

•	 Fan and ducts

•	� Support structure

•	 Control panel with PLC including touch screen 
and data logging facility

Optional Equipment

•	 Basic (G4), fine filter (F9) and HEPA filter

•	 Bag filter

•	 Wet scrubber

•	 Additional powder container

•	 Pneumatic hammers

•	 Closed feed vat

•	 Rotary valve

Other Versions

•	 Closed circuit

•	 ATEX

SFD47 SPIN 
FLASH DRYER
SMALL-SCALE PLANT



The Spin Flash 47 plant design complies with European Directives covering CE, ATEX and GMP Guidelines for Food Contact Materials.
Compliance to specific legislation outside Europe is for negotiation.
*Nominal operating conditions is at 14,125 ft3/hr at the chamber outlet
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ANHYDRO SFD47

Power Supply, standard at 50 Hz 3x400 V

Electrical Air Heater 35 kW

Suction Fan 5,5 kW

Chamber Rotor 1,1 kW

Feed Screw 0,25 kW

Feed Vat Agitator 0,55 kW

Max. Water Evaporation Rate 77 lb/h  

Max. Air Inlet Temperature 617°F 

Air Flow, Controlled* 882 lb/h

ANHYDRO SFD47

Pressure Shock Resistance 145 psi 

Noise Emission** 85 dB (A)

Product Contacting Parts AISI 316

Non-Product Contacting Surfaces AISI 304

Floor Space (lxw) 78.74 in x 88.58 in

Height, Basic Plant 6.56 ft 

Recommended Free Height  78.74 in 

Weight, Net** 992 lbs

SPX FLOW, Inc. reserves the right to incorporate our latest design and material changes without notice or obligation. Design features,  
materials of construction and dimensional data, as described in this bulletin, are provided for your information only and should not be relied upon 
unless confirmed in writing. Please contact your local sales representative for product availability in your region. The green “  ” is a trademark  
of SPX FLOW, Inc. 

For more information, visit www.spxflow.com/brand. 
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