AIR PUMP

Hydraulic PA60 Series
6 cu. in./min.
Two-Speed

TWO-SPEED PUMP FOR RAPID OIL DELIVERY AT LOW PRESSURE QUICKLY ADVANCES CYLINDER OR TOOL.

- Equipped with air pressure regulator, air filter and lubricator.
- Serviceable air motor for economical repair.
- Internal relief valve protects circuit components.
- Permanently vented reservoir cap.

The PA60 used in a workholding environment.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>PA60</td>
<td>—</td>
<td>9 7/16</td>
<td>8 1/8</td>
<td>14 1/4</td>
<td>9 5/8</td>
<td>5 1/8</td>
<td>400</td>
<td>10,000</td>
<td>390 350 50 12 6</td>
</tr>
<tr>
<td>PA64</td>
<td>14 1/4</td>
<td>—</td>
<td>8 1/8</td>
<td>14 1/4</td>
<td>9 5/8</td>
<td>5 1/8</td>
<td>400</td>
<td>10,000</td>
<td>390 350 50 12 6</td>
</tr>
</tbody>
</table>

* Typical delivery. Actual flow will vary with field conditions.
Notes: Air inlet port $\frac{1}{4}$" NPTF. Requires 20 cfm at 100 psi shop air pressure at the pump.